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FINGER OPTIONS — Finger Inserts below can be mounted to Master Jaws on gripper using 1screw. By turning
and positioning, each finger can be attached in numerous variations.

“L”>” SHAPED FINGER OPTION “LF”’

B3

+.000 I Tap thru

B/2 1 LB -.001 Clearance for J Screw
TOOLING ONLY ol 4 Places
To order a “set” of jaws only: (3Places on 052 Series)
o H e

Specify: F[112|PLF

i
L D E
Sors . o
required "LPL
See below to order attached to gripper DI__ B/2 _j - +.000

L C—= -= B _po1

Gripper | Bore NOTES: I
Series | (Rel.) A B c D E F G H I J . .
r : #1 Several mounting options for dif-
052 1/2" 1/2 249 1.0 /8 | 1/4 0 316 | 1/2 #8-32 #a ferent open and closed positions.
072 3/4" 3/4 | 374 | 1-1/4 | 1/4 | 3/8 | 7/32 | 1/4 | 5/8 | #10-24 | #6
: H2 Fingers made of “1018" Steel
12 1-1/8" 1.0 499 | 1-1/4 | 1/4 | 1/2 | 9432 | 14 5/8 | #10-24 #6
132 | 1-3/8" H3 Mounting screws are provided
162 | 158" | 1-1/4 | 624 | 1-1/2 [3/8 | 58 [11/32 | /4 | 11/16 | #1/4-20 | #10
202 2"
OPTIONS
STYLE DESCRIFTION CODE
JAW .
DESCRIPTION CODE TRAVEL | CODE Adjustment Closed ADJC
" Adjustment O ADJO
Parallel Square Barrel (End Mount) Gripper | PSG 1::8“ :ﬁ poe ? P =
Other options available refer fo catalog
Parallel Square Barrel (Side Mount) Gripper | PBG ;ﬁ" :‘33 COMPACT
| |
A PBG 072 12 LF ADJC
MAGNETIC PISTON STYLE BORE JAW  TRAVEL JaW STYLE [ OPTIONAL)
(OPTIONALY {OPTIONAL)
MAGNETIC PISTON BORE CODE JAWOPTION
DESCRIPTION CODE /2" 052 DESCRIPTION | CODE
Magnetic piston Cylinder and 314" 072 :
sensor mounting rail A L hapejaw LF
1-1/8" 112
1-3/8" 132
1-5/8" 162 |
2 202
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GCOM-PIGK
GOM‘P":K “ PNEUMATIC GRIPPERS

2 & 3 JAW

ADJUSTABLE JAW TRAVEL — PARALLEL GRIPPERS
OPTION “ADJO”’ /“ADJC”

#ADJO

djustable Jaw Opening

%_ A
(Both Sides of Gripper) C Set Screw

= : A Dia.

t & § ADJC
F iz Adjustable Jaw Closing
I, - D Set Screw
) E
Bore Gripper Serles A B [ o] D E F NOTES
i PG052 x 1/8 15/32 3/8 #10-32 f#4-40 .29 5/16 #1 AD.IC_: consists of Set Screw,
PGO52 x 1/4 15/32 1/2 1110-32 #4-40 .29 7/16 Locking Nut, and Thread Seal.
s PGO72x1/4 | 916 | 11/16 | 1/4-20 6-32 .36 7/16 H2 ADJO consists of 2 Set Screws and
PGO72x1/2 | 9/16 | 15/16 | 1/4-20 6-32 36 11716 2 Locking Nuts,
5.7 PG112x 1/4 3/4 13/16 3/8-16 8-32 .36 716 #3 ;Pé\jé)gtiqn not available on
PG112x 1/2 3/4 1-116 | 3/8-16 8-32 36 11/16 plon.
PG132 x 1/2 3/4 1-1/16 | 8/8-16 | 10-24 43 3/4
8 G2 x /4 3/4 1-5/16 | 3/8-16 10-24 43 1
PG162 x 1/2 a/4 1-1/16 | 3/8-16 | 10-24 43 3/4
58 T oGte2x a4 3/4 1-5/16 | 3/8-16 10-24 43 1
, PG202 x 1/2 1 1-1/4 | 1/2-13 10-24 43 3/4
PG202 x 3/4 1 1-1/2 | 1/2-13 10-24 43 1

ADJUSTABLE JAW TRAVEL — ANGULAR GRIPPERS
OPTION ADJC (Closed Adjustment Only)

Any Gripper C Set Screw

(RG, SG, BG[)‘Q& / * -

T ks
Adjustment of Jaw Closure | :ﬂﬂﬂi '
on 2 & 3 Jaw Angular Grippers [ —4— ll
- B'+-‘f2 —
SERIES| 052 [072/073|112/113 |162/163| 202 |252/253 (3021303 | 04112 5027503 | 602603 | 802/803 NOTES:
Adjustment consists of Set Screw,
BORE | 12 | 84 | 118 | 158 | 2 | 242 | 38 4 5 6 8 #1 Locking Nut, and Thread Seal,
A | sp2 | ome | 3 | s | 4 1 | 1am | 138 | 138 [ 138 | 138 :
B | 38 | 916 | 11116 | 1116 | 15016 | 1506 | 114 | 138 | 138 | 12 | 134 #2  Adjustment for Jaw closing only.
c 10-32 | 1/4-28 | 3/8-24 | 3/8-24 | 1/2-13 | 1/2-13 | 3/4-10 | 3/4-10 | 3/4-10 | 3/4-10 | 3/4-10 H3 “PA" option not available with
ADJC option.

Dimensions Typical for RG, SG, & BG style angular grippers.
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— Sensor Track Locations for Magnetic Piston Grippers —
Diagrams illustrate rear of gripper actuator
1/2" 3/4" 1-1/8" 1-3/8" -1-5/8" 2" & UP

Design accommodates + Parallel griﬁpers with 3/4"
one sensor only jaw travel have one sensor
‘ mounting track

ek ‘

Sty[e IISII
End Mount

Style lIBll
Base Mount

3/4" - 1-5/8" | 2" & UP Dimensional Information

Angular Gripper
1/2" - Pre-calculated on dimensional page
3/4" thru 8" - Suffix "A" adds 1/4" to the overall
actuator length

Parallel Gripper
Pre-calculated on dimensional page

Style "R"
End Mount

NOTE: The magnetic option is designed for sensing
jaws "fully open” and "fully closed" only, not
for indication of part. Reliable limit sensing
may be aversely affected by minimal stroke
grippers when sensing both open and close
positions.

' See our Comtronic” Limit Sensor catalog

- for additional sensor information
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COM-PICK S
GOM'PIGK “ PNEUMATIC GRIPPERS

ACTUATOR SEAL OPTIONS
FOR ALL COMPACT AIR GRIPPERS Angular & Paralle|

SEAL TYPE STANDARD | OPTION CODE (PSI) PRESSURE | °F. TEMPERATURE RANGE
BUNA-N * — 2-200 PSI O'F to 200°F
**Hi Temp. Viton * HTV 10-200 PSI O'F. to 400'F.
**Hi Temp. “TFE" * HTT* 10-200 PSI +200°F to +500'F

**Due to metal expansion in elevated temperatures, our Jaw fit may have to be re-ground to compensate.
Consult factory regarding other seal compounds or applications using media other than compressed air.

* Not available on 1/2" Bore Models.

SECTION FOR ENGINEERING OR TECHNICAL ASSISTANCE
APPLICATION Call: 864-647-9568  Fax: 864-647-9574
D IERS SPECIALS WELCOME!

Tl
N[V

I.D. Gripping
e Textile applications
® Bulk wire handling

Bolt-on tooling

ol

H
T « : " : Stepped Jaws
- . ——— Spru-pickers” for Plastic Molds :
Special Tooling Modifications f Sereatt:ed asnd tc:’arborized jaws e Benchtop workholding

* Multi-sized parts handling 18





